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DRILLING RIGS
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TECHNICAL DATA

GENERAL

Rig Type: Three legs, self elevating unit, cantilever type
Design: Marathon LeTourneau Class 116-C

Builder: Marathon LeTourneau Shipyard Singapore
Year Built: 1980/ rebuilt in 2013

Classification: ABS, A-1 Self Elevating drilling Unit

Flag: Vanuatu

Accommaodation: 100

Helideck: 70 x 70 ft, rated for Sikorski S-61 helicopter
Max. Drill Depth: 25,000 ft

Max. Water Depth: 335 ft (101 m)

Operating Conditions:  Wave 40 ft @ 15 Sec; Wind 70 Knots;
Surface Current: 2 knots

Storm Conditions: Wave 50 ft @ 15 Sec; Wind 100 Knots;
Surface Current: 2 knots

TECHNICAL DIMENSIONS

Length: 2431t/ 74 m
Breadth: 200 ft/61 m
Depth: 26f1/7.9m

Ocean Transit Draft: ~ 15ft/5m

VDL — Operating: 2,248 mt/ 4,956 Kips / 2,478 st
VDL-Storm: 1,356 m /2,990 Kips / 1,495 st
VDL-Ocean Transit: 1,356 m /2,990 Kips / 1,495 st

CAPACITIES
Liquid Mud: 1,467 bbls / 8,235 cu ft / 233 m3
Oil Base Mud: 1,467 bbls / 8,235 cu ft / 233 m3
Brine: 1,467 bbls / 8,235 cu ft / 233 m3
Drill Water: 10,878 bbls /61,067 cu ft /1,729 m3
Potable Water: 1,280 bbls / 7,185 cu ft / 203 m?3
Fuel Qil: 3,120 bbls /17,515 cu ft / 496 m3
Bulk Mud: 4,050 cuft/114 m3
Bulk Cement: 4,050 cuft/114 m3
Sack Material: 2,500 Sacks of 50 Ibs
DRILLING EQUIPMENT
Derrick: Dreco x 160 ft x 30 ft x 30 ft;
1,000 kips static hook load
Drawworks: QOilwell E - 3000 x double drum, 1,600 HP
Top Drive: NOV, TDS-4S
Iron Roughneck: Varco ST-80
Rotary: National C 495, 49 %2 in max. opening
Pipe Handling: manual
Mud Pumps: 2 x triplex 1,600 HP each, 7500 PSI WP I

1 x triplex 2,000 HP, 7500 PSI WP
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Shale Shakers:
Desilter & Desander:
Mud Cleaner:

BOP:

Diverter:

Control System:

Choke & Kill:

Cementing:

MACHINERY
Main Power:

Emergency Power:
Power Distribution:
Deck Cranes:

TECHNICAL DATA

3 x Brandt VSM 300

1 x Brandt SE - 16

1 x Brandt ATL - MC 16

1x13-5/8 in Hydrill 5 K annular,
1x13-5/8in CGameron U 10 K single,
1x13-5/8in Cameron U 10 K double
Hydrill 29 %2 in x 500 psi with 2 x 12/in
hydraulic valves

Koomey T-Series model T2 EPPRBB 09/03,
3,000 psi

1x3inx 10 K choke manifold with
1x3-1/16inx 10 K remote control choke
2x3-1/161inx 10 K manual chokes
Third Party

2XEMD x 16 - 645 - E8x 1,950 HP ea
1XxEMD x 12 - 645 - E 8 x 1,400 HP

1 x Caterpillar 3408 A, 355 HP

4 x Ross-Hill

3 x ML —PCM 120-AS, 41 mt

1 x National 0S45, 20 mt

JACK-UP SPECIFICATIONS

Legs:

Leg Spacing:
Spud Cans:
Jacking System:
Cantilever / Slot:

Square, 3 x 443 ft ; usable bellow 380 ft
Longitudinal 129 ft; Transverse 142 ft
46 ft diameter x 24 ft height

MLT — 535 (rack & pinion)

Cantilever 45 ft x 24 ft

MOORING EQUIPMENT

Winches: 4 x 50 kips, Le Tourneau W-1500

Wire / Chain: 4 x 2000 ft with 1 72" wire

Anchors: 2 x 10 Kips Danforth & 2 x 15 Kips Delta

Flipper
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